


SINOPULSE HOSE 

STEEL WIRE BRAIDED HYDRAULIC HOSE 

SAE100 R1AT / EN853 

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

1SN-03 3/16" 4.8 11.5 25.0 3625 100 14500 90 0.21

1SN-04 1/4" 6.4 13.2 22.5 3263 90 13050 100 0.25

1SN-05 5/16" 7.9 14.7 21.5 3118 85 12325 115 0.311

1SN-06 3/8" 9.5 17.1 18.0 2610 72 10440 130 0.36

1SN-08 1/2" 12.7 20.4 16.0 2320 64 9280 180 0.451

1SN-10 5/8" 15.9 23.7 13.0 1885 52 7540 205 0.519

1SN-12 3/4" 19.1 27.3 10.5 1523 42 6090 240 0.651

1SN-16 1" 25.4 36.0 8.7 1262 35 5075 300 0.909

1SN-20 1.1/4" 31.8 42.5 6.3 914 25 3654 420 1.3

1SN-24 1.1/2" 38.1 48.5 5.0 725 20 2900 500 1.69

1.Inner Rubber : Oil Resistant Synthetic Rubber. 
2.Reinforcement:One Braided of High Tensile Steel Wire.
3.Cover: Weather and Oil Resistant synthetic rubber.
4.Temperature Range: -40℃ to + 100℃.
5.Main Application: Suitable for Conveyor Low/Medium 
Pressure of Oil/Water Based Hydraulic Fluids. 

内胶层：耐油合成橡胶
加强层：一层钢丝编织
外胶层：耐油、耐气候合成橡胶
工作温度：-40℃ to + 100℃
主要应用：适用于输送中等压力的油基流体或水
基液体。

Standard/标准： ISO 1436 Type R1AT, SAE J517 100R1AT 

One Steel Wire Braided Hydraulic Hose 一层钢丝编织增强液压胶管



SINOPULSE HOSE 

STEEL WIRE BRAIDED HYDRAULIC HOSE 

1.Inner Rubber : Oil Resistant Synthetic Rubber 
2.Reinforcement:Two Braided of High Tensile Steel 
Wire
3.Cover:Weather and Oil Resistant synthetic rubber 
4.Temperature Range:-40℃ to + 100℃
5.Main Application : Suitable for Conveyor 
Low/MediumPressure of Oil/Water Based Hydraulic 

内胶层：耐油合成橡胶
加强层：两层钢丝编织
外胶层：耐油、耐气候合成橡胶
工作温度：-40℃ to + 100℃
主要应用：适用于输送中等压力的油基流体或水
基液体。

Standard/标准： ISO 1436 Type R2AT, SAE J517 100R2T 

Ho se  Type  
I.D.  O .D. W .P B .P B .R W .T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

2SN-03 3/16" 4.8 13.4 41.5 6018 166 24070 90 0.32

2SN-04 1/4" 6.4 15.0 40.0 5800 160 23200 100 0.352

2SN-05 5/16" 7.9 16.5 35.0 5075 140 20300 115 0.443

2SN-06 3/8" 9.5 18.9 33.0 4785 132 19140 125 0.54

2SN-08 1/2" 12.7 22.2 27.5 3988 110 15950 180 0.68

2SN-10 5/8" 15.9 25.6 25.0 3625 100 14500 205 0.779

2SN-12 3/4" 19.1 29.3 21.5 3118 86 12470 240 0.941

2SN-16 1" 25.4 37.8 16.5 2393 66 9570 300 1.35

2SN-20 1.1/4" 31.8 44.3 12.5 1813 50 7250 420 2.1

2SN-24 1.1/2" 38.1 50.3 9.0 1305 36 5220 500 2.65

2SN-32 2" 50.8 63.8 8.0 1160 32 4640 630 3.4

Two Steel Wire Braided Hydraulic Hose 两层钢丝编织增强液压胶管



SINOPULSE HOSE 

STEEL WIRE BRAIDED HYDRAULIC HOSE 

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

1SC-04 1/4" 6.4 13.5 22.5 3263 90 13050 75 0.173

1SC-05 5/16" 7.9 14.5 21.5 3118 85 12325 85 0.194

1SC-06 3/8" 9.5 16.9 18.0 2610 72 10440 90 0.244

1SC-08 1/2" 12.7 20.4 16.0 2320 64 9280 130 0.328

1SC-10 5/8" 15.9 23.0 13.0 1885 52 7540 150 0.416

1SC-12 3/4" 19.1 26.7 10.5 1523 42 6090 180 0.5

1SC-16 1" 25.4 34.9 8.7 1262 35.2 5075 230 0.713

Standard/标准： ISO 11237 1SC, EN857 1SC

1. Inner Rubber : Oil Resistant Synthetic Rubber.
2.Reinforcement: One Braided of High Tensile Steel 
Wire.
3.Cover: Weather and Oil Resistant synthetic rubber.
4.Temperature Range: -40℃ to + 100℃.
5.Main Application: Suitable for Conveyor 
Low/Medium Pressure Service with Tight Bends of 
Oil/Water Based Hydraulic Fluids.

内胶层：耐油合成橡胶。
加强层：一层高强度钢丝编织。
外胶层：耐油、耐气候合成橡胶。
工作温度：-40℃ to + 100℃。
主要应用：适用于较小弯曲半径的中高压力的油
基流体或水基液体。

紧凑型一层钢丝编织液压胶管



SINOPULSE HOSE 

STEEL WIRE BRAIDED HYDRAULIC HOSE 

EN857 2SC
Compact Two Wire Braided Hydraulic hose 紧凑型两层钢丝编织液压胶管

1.Inner Rubber : Oil Resistant Synthetic Rubber. 
2.Reinforcement: Two Braided of High Tensile Steel 
Wire. 
3.Cover: Weather and Oil Resistant synthetic 
rubber. 
4.Temperature Range: -40℃ to + 100℃.
5.Main Application: Suitable for Conveyor 
Low/Medium Pressure Service with Tight Bends of 
Oil/Water Based Hydraulic Fluids.

内胶层：耐油合成橡胶。
加强层：两层高强度钢丝编织。
外胶层：耐油、耐气候合成橡胶。
工作温度：-40℃ to + 100℃。
主要应用：适用于较小弯曲半径的中高压力的
油基流体或水基液体。

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

2SC-04 1/4" 6.4 14.2 40.0 5800 160 23200 75 0.296

2SC-05 5/16" 7.9 16.0 35.0 5075 140 20300 85 0.327

2SC-06 3/8" 9.5 18.3 33.0 4785 132 19140 90 0.398

2SC-08 1/2" 12.7 21.5 27.5 3988 110 15950 130 0.5

2SC-10 5/8" 15.9 24.7 25.0 3625 100 14500 170 0.632

2SC-12 3/4" 19.1 28.6 21.5 3118 86 12470 200 0.738

2SC-16 1" 25.4 36.6 16.2 2393 66 9570 250 1.034

Standard/标准： ISO 11237 2SC, EN857 



SINOPULSE HOSE 

STEEL WIRE BRAIDED HYDRAULIC HOSE 

SAE100 R16
Compact Wire Braided Hydraulic hose 紧凑型钢丝编织液压胶管

1. Inner Rubber : Oil Resistant Synthetic Rubber. 
2.Reinforcement: Two Braided of High Tensile Steel 
Wire. 
3.Cover: Weather and Oil Resistant synthetic rubber .
4.Temperature Range: -40℃ to + 100℃.
5.Main Application: High Pressure Hydraulic 
Application and To Replace 100R2 Where Higher 
Pressure and a More Flexible Hose is Required .

内胶层：耐油合成橡胶。
加强层：两层高强度钢丝编织。
外胶层：耐油、耐气候合成橡胶。
工作温度：-40℃ to + 100℃。
主要应用：适用于高压液压输送场合以及
替代SAE100R2AT高压管，并且弯曲半径较
小的工况场合。

Standard/标准： ISO 11237 R16, SAEJ517 

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R16-04 1/4" 6.4 13.5 35.0 5075 140 20300 50 0.2

R16-05 5/16" 7.9 15.1 30.0 4305 119 17255 55 0.23

R16-06 3/8" 9.5 17.1 28.0 4060 112 16240 65 0.29

R16-08 1/2" 12.7 20.4 25.0 3550 98 14210 90 0.38

R16-10 5/8" 15.9 23.8 19.0 2780 77 11165 100 0.64

R16-12 3/4" 19.1 27.6 16.0 2275 63 9135 120 0.8

R16-16 1" 25.4 36.6 114.0 2030 56 8120 150 1.28



SINOPULSE HOSE 

STEEL WIRE BRAIDED HYDRAULIC HOSE 

Compact Two Wire Braided Hydraulic hose 
SAE100 R17

紧凑型钢丝编织液压胶管

1. Inner Rubber : Oil Resistant Synthetic Rubber .
2.Reinforcement: One Braided of High Tensile Steel 
Wire (1/4" - 1/2");Two Braided of High Tensile 
Steel Wire (5/8" - 1").
3.Cover: Weather and Oil Resistant synthetic rubber .
4.Temperature Range: -40℃ to + 100℃.
5.Main Application: High Pressure Hydraulic 
Application and To Replace 100R1 Where Higher 
Pressure and a More Flexible Hose is Required.

内胶层：耐油合成橡胶。
加强层：一层高强度钢丝编织(1/4" - 1/2")
         两层高强度钢丝编织(5/8" - 1")。
外胶层：耐油、耐气候合成橡胶。
工作温度：-40℃ to + 100℃。
主要应用：适用于高压液压输送场合以及替代
SAE100R1AT高压管，并且弯曲半径较小的工况
场合。

Standard/标准： ISO 11237 R17, SAEJ517 100R17

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R17-04 1/4" 6.4 13.2 21.0 3045 84 12180 50 0.2

R17-05 5/16" 7.9 15.0 21.0 3045 84 12180 55 0.23

R17-06 3/8" 9.5 17.0 21.0 3045 84 12180 65 0.29

R17-08 1/2" 12.7 21.1 21.0 3045 84 12180 90 0.38

R17-10 5/8" 15.9 25.9 21.0 3045 84 12180 100 0.64

R17-12 3/4" 19.1 30.3 21.0 3045 84 12180 120 0.8

R17-16 1" 25.4 38.6 21.0 3045 84 12180 150 1.28



SINOPULSE HOSE 

STEEL WIRE BRAIDED HYDRAULIC HOSE 

WR1SN /WR2SN
High Pressure Jet Washer Hose  高压清洗软管

Hose Type 
I .D.  O.D. W.P B.P B.R W.T

Hose Type 
I .D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

1WR-04 1/4" 6.4 14.1 22.5 3263 90 13050 100 0.222

1WR-05 5/16" 7.9 15.7 21.5 3118 85 12325 115 0.261

1WR-06 3/8" 9.5 18.1 18.0 2610 72 10440 130 0.324

1WR-08 1/2" 12.7 21.5 16.0 2320 64 9280 180 0.418

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

2WR-04 1/4" 6.4 15.7 40.0 5800 160 23200 100 0.342

2WR-05 5/16" 7.9 17.3 35.0 5075 140 20300 115 0.403

2WR-06 3/8" 9.5 19.7 33.0 4785 132 19140 125 0.491

2WR-08 1/2" 12.7 23.0 27.5 3988 110 15950 180 0.646

1.Inner Rubber : NBR or EPDM Synthetic Rubber. 
2.Reinforcement: One or Two Braided of High Tensile 
Steel Wire. 
3.Cover: Synthetic Rubber Resistant to Water and 
Detergents in Aqueous Solution (Wrapped or Smooth ).

4.Temperature Range: -40℃ to + 121℃/155 ℃.
5.Main Application: Used to The High Pressure, High 
Temperature Condition Pressure Wash Industry .

内胶层：耐油或耐高温合成橡胶
加强层：一层或两层钢丝编织
外胶层：光面或者布纹面耐洗涤水，耐气候合成橡
胶
工作温度：-40℃ to + 121℃/155 ℃
主要应用：高温高压条件下的工业冲洗



SINOPULSE HOSE 

STEEL WIRE BRAIDED HYDRAULIC HOSE 

SAE100 R5
Single Wire Braided, Textile Covered Hydraulic Hose 一层钢丝编织外覆织物液压软管

1.Inner Rubber : Oil Resistant Synthetic Rubber. 
2.Reinforcement: Single Wire Braid Reinforcement. 
3.Cover: A Fiber Braided Cover.
4.Temperature Range: -40℃ to + 100℃.
5.Main Application: Suitable for Oil or Water Based 
Hydraulic Fluids. 

内胶层：耐油合成橡胶。
加强层：一层高强度编织钢丝。
外胶层：一层纤维编织包覆。
工作温度：-40℃ to + 100℃。
主要应用：油基流体或水基液体。

Standard/标准：SAEJ517 100R15/ D.O.T. FMVSS106

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R5-03 3/16" 4.8 13.0 20.7 3000 82.8 12000 75 0.228

R5-04 1/4" 6.4 14.6 20.7 3000 82.8 12000 85 0.258

R5-05 5/16" 7.9 17.0 15.5 2250 62 9000 100 0.327

R5-06 12/32" 9.5 19.3 14.0 2000 56 8000 115 0.385

R5-08 1/2" 12.7 23.2 12.1 1760 48.4 7040 140 0.543

R5-10 5/8" 15.9 27.2 10.3 1500 41.2 6000 165 0.659

R5-14 7/8" 22.2 31.4 5.5 800 22 3200 185 0.704

R5-18 1-1/8" 28.6 38.1 4.3 630 17.2 2520 230 0.945

R5-22 1-3/8" 34.9 44.5 3.5 508 14 2000 265 1.077

R5-29 1-13/16" 46.0 56.4 2.4 350 9.6 1400 335 1.593

R5-38 2-3/8" 60.3 73.0 2.4 350 9.6 1400 610 2.583

R5-38 3" 76.2 90.5 1.4 200 5.6 800 840 3.462



SINOPULSE HOSE 

STEEL WIRE SPIRALED HYDRAULIC HOSE 

Hose Type I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

4SP-04 1/4" 6.4 18.0 45 6525 180 26100 150 0.62

4SP-06 3/8" 9.5 20.8 44.5 6453 178 25810 180 0.73

4SP-08 1/2" 12.7 24.0 41.5 6018 166 24070 230 0.9

4SP-10 5/8" 15.9 27.6 35 5075 140 20300 250 1.13

4SP-12 3/4" 19.1 31.8 35 5075 148 21460 300 1.48

4SP-16 1" 25.4 39.7 28 4060 112 16240 340 1.98

4SP-20 1.1/4" 31.8 50.8 21 3045 84 12180 460 2.91

4SP-24 1.1/2" 38.1 57.2 18.5 2683 74 10730 560 3.43

4SP-32 2" 50.8 69.8 16.5 2393 66 9570 660 4.89

EN 856 4SP
Four Steel Wire Spiral Hydraulic Hose 四层钢丝缠绕增强液压胶管

1.Inner Rubber : Oil Resistant Synthetic Rubber. 
2.Reinforcement: A Braid of Textile Material Over The 
Inner Tube and Four Spiral Plies Of Heavy Steel Wire 
Wrapped in Alternating Direction.
3.Cover: Weather and Oil Resistant synthetic rubber.

4.Temperature Range: -40℃ to + 100℃.
5.Main Application: Very High Pressure Applications Used 
for Petroleum Based Hydraulic Fluids.

内胶层：耐油合成橡胶。
加强层：四层交互缠绕的高强度钢丝和包覆
在内胶外的纤维编织层。
外胶层：耐油、耐气候合成橡胶。
工作温度：-40℃ to + 100℃。
主要应用：超高压油基流体液压系统输送。

Standard/标准： ISO3682 4SP / EN856 4SP



SINOPULSE HOSE 

STEEL WIRE SPIRALED HYDRAULIC HOSE 

EN856 4SH
Four Steel Wire Spiral Hydraulic Hose 四层钢丝缠绕增强液压胶管

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

4SH-12 3/4" 19.1 31.8 42.0 6090 168 24360 280 1.476

4SH-16 1" 25.4 38.7 38.0 5510 152 22040 340 1.984

4SH-20 1.1/4" 31.8 46.2 32.5 4713 130 18850 460 2.428

4SH-24 1.1/2" 38.1 53.5 29.0 4205 116 16820 560 2.871

4SH-32 2" 50.8 68.0 25.0 3625 100 14500 700 4.534

Standard/标准： ISO3682 4SH / EN856 4SH

1.Inner Rubber : Oil Resistant Synthetic Rubber. 
2.Reinforcement: A Braid of Textile Material Over The 
Inner Tube and Four Spiral Plies Of Heavy Steel Wire 
Wrapped in Alternating Direction.
3.Cover: Weather and Oil Resistant synthetic rubber.

4.Temperature Range: -40℃ to + 100℃.
5.Main Application: Very High Pressure Applications Used 
for Petroleum Based Hydraulic Fluids.

内胶层：耐油合成橡胶。
加强层：四层交互缠绕的高强度钢丝和包
覆在内胶外的纤维编织层。
外胶层：耐油、耐气候合成橡胶。
工作温度：-40℃ to + 100℃。
主要应用：超高压油基流体液压系统输



SINOPULSE HOSE 

STEEL WIRE SPIRALED HYDRAULIC HOSE 

SAE100 R9
Four Steel Wire Spiral Hydraulic Hose 四层钢丝缠绕增强液压胶管

1.Inner Rubber : Oil Resistant Synthetic Rubber. 
2.Reinforcement: A Braid of Textile Material Over The 
Inner Tube and Four Spiral Plies Of Heavy Steel Wire 
Wrapped in Alternating Direction.
3.Cover: Weather and Oil Resistant synthetic rubber.

4.Temperature Range: -40℃ to + 100℃.
5.Main Application: Very High Pressure Applications Used 
for Petroleum Based Hydraulic Fluids.

内胶层：耐油合成橡胶。
加强层：四层交互缠绕的高强度钢丝和包
覆在内胶外的纤维编织层。
外胶层：耐油、耐气候合成橡胶。
工作温度：-40℃ to + 100℃。
主要应用：超高压油基流体液压系统输

Standard/标准： SAE J517 100R9



SINOPULSE HOSE 

STEEL WIRE SPIRALED HYDRAULIC HOSE 

四层钢丝缠绕增强液压胶管
SAE100 R12
High Impulse, Four Steel Wire Spiral Hydraulic Hose

1.Inner Rubber : Oil Resistant Synthetic Rubber. 
2.Reinforcement: A Braid of Textile Material Over The 
Inner Tube and Four Spiral Plies Of Heavy Steel Wire 
Wrapped in Alternating Direction.
3.Cover: Weather and Oil Resistant synthetic rubber.

4.Temperature Range: -40℃ to + 121℃.
5.Main Application: Very High Pressure Applications Used 
for Petroleum Based Hydraulic Fluids.

内胶层：耐油合成橡胶。
加强层：四层交互缠绕的高强度钢丝和包
覆在内胶外的纤维编织层。
外胶层：耐油、耐气候合成橡胶。
工作温度：-40℃ to + 121℃。
主要应用：超高压油基流体液压系统输

Standard/标准： ISO3682 R12, EN 856 R12, SAE  J517 100R12

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R12-06 3/8" 9.5 20.2 28.0 4060 112 16240 125 0.707

R12-08 1/2" 12.7 23.5 28.0 4060 112 16240 180 0.871

R12-10 5/8" 15.9 27.3 28.0 4060 112 16240 200 1.107

R12-12 3/4" 19.1 31.0 28.0 4060 112 16240 240 1.339

R12-16 1" 25.4 38.0 28.0 4060 112 16240 300 1.984

R12-20 1.1/4" 31.8 47.0 21.0 3045 84 12180 420 2.532

R12-24 1.1/2" 38.1 54.0 17.5 2540 70 10150 500 3.04

R12-32 2" 50.8 67.5 17.5 2540 70 10150 640 4.586



SINOPULSE HOSE 

STEEL WIRE SPIRALED HYDRAULIC HOSE 

SAE100 R13
Heavy Duty, Multiple Steel Wire Spiral Hydraulic Hose 四，六层钢丝缠绕增强液压胶管

1.Inner Rubber : Oil Resistant Synthetic Rubber. 
2.Reinforcement: A Braid of Textile Material Over The 
Inner Tube and Four or six Spiral Plies Of Heavy Steel Wire 
Wrapped in Alternating Direction.
3.Cover: Weather and Oil Resistant synthetic rubber.

4.Temperature Range: -40℃ to + 121℃.
5.Main Application: Very High Pressure Applications 
Subject to surge of flexing such as construction equipments, 
mining and the high performance industrial market. 

内胶层：耐油合成橡胶。
加强层：四层或六层交互缠绕的高强度钢丝
和包覆在内胶外的纤维编织层。
外胶层：耐油、耐气候合成橡胶。
工作温度：-40℃ to + 121℃。
主要应用：超高压油基流体液压系统输送且
压强变化或者弯曲的工程机械,煤矿和性能要
求高的工业应用。

Standard/标准： ISO3682 R13, EN 856 R13, SAE  J517 100R13

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R13-12 3/4" 19.1 31.8 35.0 5075 140 20300 240 1.472

R13-16 1" 25.4 39.2 35.0 5075 140 20300 300 1.984

R13-20 1.1/4" 31.8 50.0 35.0 5075 140 20300 420 3.519

R13-24 1.1/2" 38.1 58.5 35.0 5075 140 20300 500 8.02

R13-32 2" 50.8 72.0 35.0 5075 140 20300 640 6.261



SINOPULSE HOSE 

STEEL WIRE SPIRALED HYDRAULIC HOSE 

SAE100 R15
Heavy Duty, Multiple Steel Wire Spiral Hydraulic Hose 四，六层钢丝缠绕增强液压胶管

1.Inner Rubber : Oil Resistant Synthetic Rubber. 
2.Reinforcement: A Braid of Textile Material Over The 
Inner Tube and Four or six Spiral Plies Of Heavy Steel 
Wire Wrapped in Alternating Direction.
3.Cover: Weather and Oil Resistant synthetic rubber.

4.Temperature Range: -40℃ to + 121℃.
5.Main Application: Very High Pressure Applications 
Subject to surge of flexing such as construction equipments, 
mining and the high performance industrial market. 

内胶层：耐油合成橡胶。
加强层：四层或六层交互缠绕的高强度钢丝
和包覆在内胶外的纤维编织层。
外胶层：耐油、耐气候合成橡胶。
工作温度：-40℃ to + 121℃。
主要应用：超高压油基流体液压系统输送且
压强变化或者弯曲的工程机械,煤矿和性能要
求高的工业应用。

Standard/标准： ISO3682 R15, EN 856 R15, SAE  J517 100R15

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R15-12 3/4" 19.1 36.0 42.0 6090 168 24360 265 1.472

R15-16 1" 25.4 42.5 42.0 6090 168 24360 330 1.984

R15-20 1.1/4" 31.8 50.0 42.0 6090 168 24360 445 3.519

R15-24 1.1/2" 38.1 58.5 42.0 6090 168 24360 530 8.02

R15-32 2" 50.8 72.0 35.0 5075 140 20300 640 6.261



SINOPULSE HOSE 

TEXTILE REINFORCED HYDRAULIC HOSE 

SAE100 R3
Double Fiber Braided, Rubber Covered Hydraulic Hose 双层纤编织增强液压胶管

1.Inner Rubber : Oil Resistant Synthetic Rubber. 
2.Reinforcement: Two High Tensile Polyester Fiber Braided.
3.Cover: Weather and Oil Resistant synthetic rubber.

4.Temperature Range: -40℃ to + 100℃.
5.Main Application: Low Medium Pressure Line, Return Lines. 

内胶层：耐油合成橡胶。
加强层：两层高强度涤纶线编织。
外胶层：耐油、耐气候合成橡胶。
工作温度：-40℃ to + 100℃。
主要应用：适用于中低压力的油基流体
或水基液体输送和回油系统.

Standard/标准： ISO4073 R3, EN854 R3, SAE J517 100R3.

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R3-03 3/16" 4.8 12.6 10.5 1523 42 6090 75 0.145

R3-04 1/4" 6.4 14.1 8.7 1262 35 5075 75 0.182

R3-05 5/16" 7.9 16.8 8.4 1218 34 4930 100 0.253

R3-06 3/8" 9.5 18.4 7.8 1131 31 4495 100 0.282

R3-08 1/2" 12.7 23.0 7.0 1015 28 4060 125 0.416

R3-10 5/8" 15.9 26.7 6.1 885 24 3480 140 0.499

R3-12 3/4" 19.1 31.0 5.2 754 21 3045 150 0.697

R3-16 1" 25.4 37.5 3.9 566 16 2320 205 0.844

R3-20 1.1/4" 31.8 45.0 2.6 377 10 1450 250 1.004



SINOPULSE HOSE 

TEXTILE REINFORCED HYDRAULIC HOSE 

SAE100 R6
Single  Fiber Braided, Rubber Covered Hydraulic Hose 单层纤编织增强液压胶管

1.Inner Rubber : Oil Resistant Synthetic Rubber. 
2.Reinforcement: One High Tensile Polyester Fiber Braided.
3.Cover: Weather and Oil Resistant synthetic rubber.

4.Temperature Range: -40℃ to + 100℃.
5.Main Application: Low  Pressure Line, Return Lines, Drain 
Lines.

内胶层：耐油合成橡胶。
加强层：单层高强度涤纶线编织。
外胶层：耐油、耐气候合成橡胶。
工作温度：-40℃ to + 100℃。
主要应用：适用于低压输送,回油,排水等
线路.

Standard/标准： ISO4073 R6, EN854 R6, SAE J517 100R6.

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R6-03 3/16" 4.8 11.0 3.5 508 14 2030 50 0.111

R6-04 1/4" 6.4 12.5 2.8 406 11.2 1624 65 0.132

R6-05 5/16" 7.9 14.0 2.8 406 11.2 1624 75 0.153

R6-06 3/8" 9.5 15.7 2.8 406 11.2 1624 75 0.179

R6-08 1/2" 12.7 19.5 2.8 406 11.2 1624 100 0.249

R6-10 5/8" 15.9 22.9 2.4 348 9.6 1392 125 0.308

R6-12 3/4" 19.1 26.0 2.1 305 8.4 1218 150 0.357



SINOPULSE HOSE 

THERMOPLASTIC HYDRAULIC HOSE 

SAE100 R7
Thermoplastic  Hydraulic Hose 单层纤维编织增强热塑液压管

1.Inner Rubber : Thermoplastic.
2.Reinforcement: One  High Tensile Synthetic  Fiber Braided.
3.Cover: High Flexibility Nylon or Thermoplastic

4.Temperature Range: -40℃ to + 93℃.
5.Main Application: For Use With Petroleum, Water And 
Synthetic Based Fluids at Medium Pressure. 

内胶层：尼龙树脂
加强层：单层高强度聚酯纤维线编织。
外胶层：热塑性塑料。
工作温度：-40℃ to + 93℃。
主要应用：适用于中低压油基流体和水
基流体.

Standard/标准： EN855  R7, SAE  100R7.

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R7-02 1/8" 3.3 8.5 17.2 2494 69 9991 13 0.038

R7-03 3/16" 4.8 10.8 20.7 3002 83 11992 20 0.08

R7-04 1/4" 6.4 13.0 20.7 3002 83 11992 33 0.12

R7-05 5/16" 7.9 15.1 17.2 2494 69 9991 46 0.145

R7-06 3/8" 9.5 17.0 15.5 2248 62 9005 51 0.17

R7-08 1/2" 12.7 20.7 13.8 2001 55 8004 76 0.25

R7-10 5/8" 15.9 23.0 13.8 2001 55 8004 86 0.3

R7-12 3/4" 19.1 26.0 11.5 1668 45 6525 150 0.346

R7-16 1" 25.4 32.0 6.9 1001 28 4060 180 0.422



SINOPULSE HOSE 

SAE100 R8

Thermoplastic  Hydraulic Hose 双层纤维编织增强热塑液压管

1.Inner Rubber : Thermoplastic.
2.Reinforcement: Two  High Tensile Synthetic  Fiber Braided.
3.Cover: High Flexibility Nylon or Thermoplastic

4.Temperature Range: -40℃ to + 93℃.
5.Main Application: For Use With Petroleum, Water And 
Synthetic Based Fluids at Medium Pressure. 

内胶层：尼龙树脂
加强层：双层高强度聚酯纤维线编
织。
外胶层：热塑性塑料。
工作温度：-40℃ to + 93℃。
主要应用：适用于中低压油基流体和

Standard/标准： EN855  R8, SAE  100R8.

THERMOPLASTIC HYDRAULIC HOSE 

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R8-02 1/8" 3.3 10.0 34.5 5003 138 19996 20 0.09

R8-03 3/16" 4.8 13.1 34.5 5003 138 19996 40 0.12

R8-04 1/4" 6.4 13.0 34.5 5003 138 19996 50 0.16

R8-05 5/16" 7.9 15.1 30.0 4350 120 17400 65 0.175

R8-06 3/8" 9.5 17.0 27.6 4002 110 15994 75 0.19

R8-08 1/2" 12.7 20.7 24.0 3480 95 13775 102 0.3

R8-10 5/8" 15.9 23.0 18.5 2683 74 10730 140 0.36

R8-12 3/4" 19.1 26.0 13.5 1958 54 7830 180 0.37

R8-16 1" 25.4 32.0 10.0 1450 40 5800 230 0.49



SINOPULSE HOSE 

THERMOPLASTIC HYDRAULIC HOSE 

Thermoplastic  Hydraulic Hose 单层纤编织增强热塑液压管

1.Inner Rubber : Thermoplastic.
2.Reinforcement: One  High Tensile Synthetic  Fiber Braided.
3.Cover: High Flexibility Nylon or Thermoplastic

4.Temperature Range: -40℃ to + 93℃.
5.Main Application: For Use With Petroleum, Water And 
Synthetic Based Fluids at Medium Pressure. 

内胶层：尼龙树脂
加强层：单层高强度聚酯纤维线编
织。
外胶层：热塑性塑料。
工作温度：-40℃ to + 93℃。
主要应用：适用于中低压油基流体和

Standard/标准： EN855  R7, SAE  100R7.

SINOPULSE HOSE 

THERMOPLASTIC HYDRAULIC HOSE 

SAE100 R7 (Non-Conductive)

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R7-02 1/8" 3.3 8.5 17.2 2494 69 9991 13 0.038

R7-03 3/16" 4.8 10.8 20.7 3002 83 11992 20 0.08

R7-04 1/4" 6.4 13.0 20.7 3002 83 11992 33 0.12

R7-05 5/16" 7.9 15.1 17.2 2494 69 9991 46 0.145

R7-06 3/8" 9.5 17.0 15.5 2248 62 9005 51 0.17

R7-08 1/2" 12.7 20.7 13.8 2001 55 8004 76 0.25

R7-10 5/8" 15.9 23.0 13.8 2001 55 8004 86 0.3

R7-12 3/4" 19.1 26.0 11.5 1668 45 6525 150 0.346

R7-16 1" 25.4 32.0 6.9 1001 28 4060 180 0.422



Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R7-02 1/8" 4.0 8.8 30.0 4350 120 17400 20 0.1

R7-03 3/16" 4.8 10.8 20.7 3002 83 12006 20 0.1

R7-04 1/4" 6.4 11.3 25.0 3625 110 15950 30 0.2

R7-05 5/16" 7.9 14.0 20.0 2900 80 11600 46 0.2

R7-06 3/8" 9.5 16.0 18.0 2610 72 10440 60 0.3

R7-08 1/2" 12.7 19.0 16.0 2320 64 9280 76 0.4

R7-10 5/8" 15.9 22.0 13.8 2001 55 8004 86 0.4

R7-12 3/4" 19.1 26.0 11.5 1668 45 6525 150 0.5

R7-16 1" 25.4 32.0 6.9 1001 28 4002 180 0.7

SINOPULSE HOSE 

THERMOPLASTIC HYDRAULIC HOSE 

SAE100 R7
Thermoplastic  Hydraulic Hose

1.Inner Rubber : Thermoplastic.
2.Reinforcement: One  High Tensile Synthetic  Steel Wire 
Braided.
3.Cover: High Flexibility Nylon or Thermoplastic

4.Temperature Range: -40℃ to + 93℃.
5.Main Application: For Use With Petroleum, Water And 
Synthetic Based Fluids at Medium Pressure. 

内胶层：尼龙树脂
加强层：单层高强度钢丝编织。
外胶层：热塑性塑料。
工作温度：-40℃ to + 93℃。
主要应用：适用于中低压油基流体和水
基流体.

Standard/标准： EN855  R7, SAE  100R7.

SINOPULSE HOSE 

THERMOPLASTIC HYDRAULIC HOSE 

SAE100 R7 (Steel wire)
Thermoplastic  Hydraulic Hose 单层钢丝编织增强热塑液压管

Standard/标准： EN855  R7, SAE  100R7.



SINOPULSE HOSE 

SAE100 R8(Non-Conductive)

Thermoplastic  Hydraulic Hose 双层纤维编织增强热塑液压管-不导电

1.Inner Rubber : Thermoplastic.
2.Reinforcement: Two  High Tensile Synthetic  Fiber Braided.
3.Cover: High Flexibility Nylon or Thermoplastic

4.Temperature Range: -40℃ to + 93℃.
5.Main Application: For Use With Petroleum, Water And 
Synthetic Based Fluids at Medium Pressure. 

内胶层：尼龙树脂
加强层：双层高强度聚酯纤维线编织。
外胶层：热塑性塑料。
工作温度：-40℃ to + 93℃。
主要应用：适用于中低压油基流体和水
基流体.

Standard/标准： EN855  R8, SAE  100R8.

THERMOPLASTIC HYDRAULIC HOSE 

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R8-02 1/8" 3.3 10.0 34.5 5003 138 19996 20 0.09

R8-03 3/16" 4.8 13.1 34.5 5003 138 19996 40 0.12

R8-04 1/4" 6.4 13.0 34.5 5003 138 19996 50 0.16

R8-05 5/16" 7.9 15.1 30.0 4350 120 17400 65 0.175

R8-06 3/8" 9.5 17.0 27.6 4002 110 15994 75 0.19

R8-08 1/2" 12.7 20.7 24.0 3480 95 13775 102 0.3

R8-10 5/8" 15.9 23.0 18.5 2683 74 10730 140 0.36

R8-12 3/4" 19.1 26.0 13.5 1958 54 7830 180 0.37

R8-16 1" 25.4 32.0 10.0 1450 40 5800 230 0.49



SINOPULSE HOSE 

SAE100 R8 (Steel Wire)

Thermoplastic  Hydraulic Hose

1.Inner Rubber : Thermoplastic.
2.Reinforcement: Two  High Tensile Synthetic  Steel wire 
Braided.
3.Cover: High Flexibility Nylon or Thermoplastic

4.Temperature Range: -40℃ to + 93℃.
5.Main Application: For Use With Petroleum, Water And 
Synthetic Based Fluids at Medium Pressure. 

内胶层：尼龙树脂
加强层：双层高强度钢丝编织。
外胶层：热塑性塑料。
工作温度：-40℃ to + 93℃。
主要应用：适用于中低压油基流体和水
基流体.

Standard/标准： EN855  R8, SAE  100R8.

THERMOPLASTIC HYDRAULIC HOSE 

双层钢丝编织增强热塑液压管

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R8-04 1/4" 6.4 13.3 35.0 5075 140 20300 40 0.29

R8-05 5/16" 7.9 15.0 32.5 4713 130 18850 50 0.34

R8-06 3/8" 9.5 17.0 29.0 4205 116 16820 70 0.4

R8-08 1/2" 12.7 20.0 26.0 3770 104 15080 80 0.56

R8-10 5/8" 15.9 23.3 20.0 2900 80 11600 130 0.63

R8-12 3/4" 19.1 26.0 17.5 2538 70 10150 160 0.75

R8-16 1" 25.4 33.0 12.0 1740 48 6960 220 1



Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R7-03 3/16" 4.8 23.6 20.7 3002 83 12006 23 0.16

R7-04 1/4" 6.4 28.0 20.7 3002 83 12006 35 0.26

R7-05 5/16" 7.9 32.0 17.2 2494 69 10005 50 0.32

R7-06 3/8" 9.5 36.0 15.5 2248 62 8990 60 0.37

R7-08 1/2" 12.7 43.0 15.0 2175 60 8700 80 0.55

SINOPULSE HOSE 

THERMOPLASTIC HYDRAULIC HOSE 

SAE100 R7
Thermoplastic  Hydraulic Hose

1.Inner Rubber : Thermoplastic.
2.Reinforcement: One  High Tensile Synthetic  Steel Wire 
Braided.
3.Cover: High Flexibility Nylon or Thermoplastic

4.Temperature Range: -40℃ to + 93℃.
5.Main Application: For Use With Petroleum, Water And 
Synthetic Based Fluids at Medium Pressure. 

内胶层：尼龙树脂
加强层：单层高强度钢丝编织。
外胶层：热塑性塑料。
工作温度：-40℃ to + 93℃。
主要应用：适用于中低压油基流体和
水基流体.

Standard/标准： EN855  R7, SAE  100R7.

SINOPULSE HOSE 

THERMOPLASTIC HYDRAULIC HOSE 

SAE100 R7/DIN EN855 TWIN LINE
Thermoplastic  Hydraulic Hose 单层纤维编织增强热塑液压管

Standard/标准： EN855  R7, SAE  100R7.



Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R7-03 3/16" 4.8 23.6 20.7 3002 83 12006 23 0.16

R7-04 1/4" 6.4 28.0 20.7 3002 83 12006 35 0.26

R7-05 5/16" 7.9 32.0 17.2 2494 69 9976 50 0.32

R7-06 3/8" 9.5 36.0 15.5 2248 62 8990 60 0.37

R7-08 1/2" 12.7 43.0 15.0 2175 60 8700 80 0.55

SINOPULSE HOSE 

Thermoplastic  Hydraulic Hose

1.Inner Rubber : Thermoplastic.
2.Reinforcement: One  High Tensile Synthetic  Steel wire 
Braided.
3.Cover: High Flexibility Nylon or Thermoplastic

4.Temperature Range: -40℃ to + 93℃.
5.Main Application: For Use With Petroleum, Water And 
Synthetic Based Fluids at Medium Pressure. 

内胶层：尼龙树脂
加强层：单层高强度钢丝编织。
外胶层：热塑性塑料。
工作温度：-40℃ to + 93℃。
主要应用：适用于中低压油基流体和水
基流体.

THERMOPLASTIC HYDRAULIC HOSE 

SAE100 R7/DIN EN855 TWIN LINE (Non-Conductive)
单层纤维编织增强热塑液压管

Standard/标准： EN855  R7, SAE  100R7.



SINOPULSE HOSE 

PTFE Hose With Stainless Steel Wire Cover  
Hydraulic Hose

1.Inner Rubber : Temperature Chemical Resistant PTFE 
Material 
2.Reinforcement: Braided With Stainless Steel. 

3Temperature Range: -60℃ to + 260℃.
4.Main Application: For Carrying Chemical And Petroleum 
Based Hydraulic Fluids. 

内胶层：聚四氟乙烯
加强层：单层高强度不锈钢钢丝编织。
工作温度：-60℃ to + 260℃。
主要应用：各种化学物品和机油的输送.

SINOPULSE HOSE 

PTFE HYDRAULIC HOSE 

SAE100 R14

光面特氟龙管外覆一层SS316 不锈钢丝编织层

Standard/标准： SAE  J517 100R14.

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R14-04 1/4 6.3 10.2 15.1 2190 37.5 5437.5 32 0.15

R14-05 5/16 7.9 12.2 12.6 1827 33.1 5437.5 36 0.18

R14-06 3/8 9.7 15.2 10.5 1523 32.4 5437.5 59 0.22

R14-08 1/2 12.7 18.2 9.0 1305 27 5437.5 82 0.27

R14-10 5/8 15.8 25.2 7.2 1044 25.5 5437.5 95 0.48

R14-12 3/4 19.0 28.2 6.0 870 23.1 5437.5 113 0.56

R14-14 7/8 22.3 32.2 5.2 754 18.9 5437.5 145 0.72

R14-16 1 25.4 36.2 4.7 682 14.4 5437.5 189 0.82

PTFE



PTFE Hose With Stainless Steel Wire Cover  
Hydraulic Hose

1.Inner Rubber : Temperature Chemical Resistant PTFE 
Material (Corrugated PTFE Pipe)
2.Reinforcement: Braided With Stainless Steel. 

3Temperature Range: -60℃ to + 260℃.
4.Main Application: For Carrying Chemical And Petroleum 
Based Hydraulic Fluids. 

内胶层：聚四氟乙烯 
加强层：单层高强度不锈钢钢丝编织。
工作温度：-60℃ to + 260℃。
主要应用：各种化学物品和机油的输送.

SINOPULSE HOSE 

PTFE HYDRAULIC HOSE 

SAE100 R14(Corrugated PTFE Pipe)
波纹面特氟龙管外覆一层SS316 不锈钢丝编织层

Standard/标准： SAE  J517 100R14.

Hose Type 
I.D.  O.D. W.P B.P B.R W.T

Dash Inch mm mm MPa PSI MPa PSI mm kg/m

R14-04 1/4 6.3 10.2 15.1 2190 37.5 5437.5 32 0.15

R14-05 5/16 7.9 12.2 12.6 1827 33.1 5437.5 36 0.18

R14-06 3/8 9.7 15.2 10.5 1523 32.4 5437.5 59 0.22

R14-08 1/2 12.7 18.2 9.0 1305 27 5437.5 82 0.27

R14-10 5/8 15.8 25.2 7.2 1044 25.5 5437.5 95 0.48

R14-12 3/4 19.0 28.2 6.0 870 23.1 5437.5 113 0.56

R14-14 7/8 22.3 32.2 5.2 754 18.9 5437.5 145 0.72

R14-16 1 25.4 36.2 4.7 682 14.4 5437.5 189 0.82

PTFE




	页 1
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8
	页 9
	页 10
	页 11
	页 12
	页 13
	页 14
	页 15
	页 16
	页 17
	页 18
	页 19
	页 20
	页 21
	页 22
	页 23
	页 24
	页 25
	页 26
	页 27
	页 28

